
Textiles:  ECO I

ICP 1000 / 1100

DESCRIPTION

CHARACTERISTICS

•	 High	temperature	stability
•	 Low	thermal	conductivity
•	 Low	density	
•	 High	flexibility
•	 Excellent	handling	and	strength
•	 Easy	to	cut	and	shape

APPLICATION

•	 High	temperature	gaskets	and	packings

•	 Furnace,	kiln	and	oven	door	seals

•	 Mould	seals

•	 Insulating	pipe	warp	

•	 Expansion	joints

•	 High	temperature	protection	for	cable,	fuel	

tubes,	etc.	

Textile	 product	 consists	 of	 a	new	calcium/sili-
cate	fiber,	with	a	small	quantity	of	organic	fibers	
that	decomposes	from	about	200	ºC.	

In	 order	 to	 ensure	 that	 the	 strength	 is	 main-
tained	at	high	temperature,	the	yarns	are	rein-
forced	with	glass	filaments	or	steel	wires	(ICP	
1100).	

SiO2 65	%
CaO 31	%
MgO 3	%
Al2O3 1		%
Fe2O3 0.6	%
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PHYSICAL PARAMETERS

FORMATS

* Other sizes under request

PRODUCT 1000 1100

Classification	Temperature	(ºC) 1000 1100

Peak	Temperature	(ºC) 1200

Colour White	/	Green

Fiber	Diameter 3	-	5	µm

Organic	fiber Approx.	20	%


